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Unique Properties

While the wood fibers create a 
natural finish, the polymer base 
provides outdoor durability.

Nature and technology joined as 
the foundation of its hardness.

nature + technology

60% cellulosic wood fibers

 35% polymers

5% natural additives

60%

35%

5%

Wood Plastic Composite, ecologycal and low-maintenance 



circular saw electric screwdriwerkeyhole saw

The synthetic wood materials can be manipulated in the same way as traditional wood.
You can cut, polishing, sawing, screwing and nailing, without special tools.

Materials

Tools 
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Wall Panel NeoLack

15,6 x 2,1 x 220 cm

End Cover 9* - 9 x 0,8 x 220 cm

End Cover 13* - 13,5 x 0,8 x 220 cm 

End Cover L *

5 x 5 x 220 cm 

electric drill

End Cover 7*

7 x 1 x 220 cm 

Colors: Sand/Wood/Coffee/Grey

Hollow Joist

4 x 3 x 220 cm



1 Before to install

3 steps to install

Get ready the wall 

 » The surface to be coated must be sufficiently 
strong and uniform manner that allows wall fixing 
plugs and screws.   

Recommendations

 » Storing the wall panels and joist in a dry and 
well ventilated place. It is better to supporte 
them horizontally on flat position and uniformly 
distributed.  

 » For your safety, always use safety glasses and 
gloves during the assembly process. 

 » Using stainless steel or phosphate screws is 

recommended to prevent the onset of rust. 

To obtain satisfactory results it is necessary to follow the installation me-

thod. 
 

We should pay particular attention to: 
 

 » The distance in between the joist should be approximately 35 cm. 

 » At the junction between the ends of two wall panels must be installed 
one main join. 

To leave an attractive finish, end cover L can be placed in visible corners.
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2 To hold the joists

3 steps to install

Arrange the joist on the firm and dry wall, with a distance between them of 35 cm.  

Make several holes in the joist with an electric drill using 
a drill bit smaller diameter than the screws you will use 
to attach to the wall. 

 » The joist Neoture are made of Wood Plastic Composite, so they have the same 
appearance and properties that the wall panels.   

 » Use synthetic joist prevents that the moisture deteriorates the internal 
structure.

To consider the expansion of the material, leaving a 

distance of 4 mm. between the longitudinal ends where 
two strips meet. 
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2 Fixing the wall panels

3 steps to install

 » The unique design of each piece can fit easily 
together.  

 » The overlapped area in panels ensures a 

smooth finish, where the screws are always 
hidden. 

Fix the panels to the joist using stainless steel screws. Use an electric screwdriver,

Depending of the atmospheric conditions at the time 

of installation, leave a distance of 0-1 mm.if the 
mountage is in Summer, (direct sunlight) where the 

cladding panels are more dilated. If it is during winter 
the distance should be around 2-4 mm.

 » The panels can be used as coating method in 
ventilated fachades.  

 » The combination with acoustic and thermal 
insulation in the interior ensures a quality finish.
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